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GOODALL RUBBER CO. (OCT-25-07)

CATALOG PHOTOS:
Photos may not be an exact representation of the product.

MAXIMUM WORKING PRESSURE (W.P.) PSI

The working pressure listed is the maximum operating pressure the hose is to be subjected 

to.

GOODALL RUBBER COMPANY OF CANADA, ULC.

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations 

concerning proper care and maintenance of hoses.  Failure to consistently and properly 

inspect and maintain hoses could result in serious personal injury or property damage.  

Goodall Rubber Company of Canada, ULC. reserves the right to make product 

improvements without prior notice.

Prior to use, refer to manufacturer, RMA and other industry chemical resistance 

references for chemical and temperature compatibility.  Contact your local Goodall 

Rubber Company of Canada, ULC. or Lewis-Goetz and Co. division for any questions.

The minimum bend radius listed is intended to be used solely as a guide.  Because there 

are a variety of factors that impact the bend radius of hose, the end user is advised to 

insure the hose is not kinked in service.

GENERAL STATEMENT:

MINIMUM BEND RADIUS:

CHEMICAL HOSE:



L77 Farm Fuel

L85 AG Spray

N645 Alligator

N1446 Super Long Life Anhydrous Ammonia Hose

N2000 "Century 2000" Anhydrous Ammonia Hose

N2427 Protector Agriculture Solution Suction Hose

N2595 Rifleman Anhydrous Ammonia Hose

V130 G&C PVC Suction

V131 Clear Feather Weight

V1180 Visall-Flo

V3010 Clear Reinforced PVC Tubing

V3020 Reinforced EVA Tubing

V3500 Industrial Vinyl Tubing

L15-J Air Hammer

L80 Jackhammer

L84 Saxon

N3 Hardrok

N300 Impact Air

N730 Tuff-Rok

N1413 Hi Temp Air 

N1460 Defender

N1460-5 Defender

N1757 Blast Hole

N2550 Mine Power

N2555 Beaver

N2578 Duration

N2615 Mine Boss

N2694 White Hypalon Cover Air

N2705C Rock Breaker +

N2841 Blue / Tan Air

N2844 500 PSI Air

N3000 Super Hardrok II

N4000 Super Mine King II

N4000 Mine King II with Nozzle End

N8001 All Flex

W66 Air Tool

GOODALL PRODUCT CATALOG CONTENTS

AGRICULTURE

AIR - GENERAL PURPOSE



N2442 Super Chem II

N2493 Acid King

N2522 Acid Discharge

N2546 Chemical Crosslink (Chemical Solvent Hose)

N2597 Chemical

N2612 Diisocyanate Hose

N2683 Sulphur Dioxide Discharge Hose (Wet)

N2692 Solvent King Hose

N2700 "Kemflex" (Green, Black, Red, Blue)

N2718 Super Kem Flex (Poly-Kemflex)

N2724 Longlife Spinner Hose

N2725 Ultra Longlife Spinner Hose

N2740 Super Venom

N2767 Non FDA Spinner

N2786 Chemical Discharge

N2801 Chemical Discharge

N2809 1500 PSI Discharge

N2821 UHMWPE Chemical Softwall Discharge (Kemflex No Helix)

N2830 Acid Flex Discharge

N2836 Wire Braid UHMWPE Chemical

N1401 Golden Rod Food Hose

N2450 Vintage Food Discharge

N2499 Gourmet Food Hose

N2523 Hot Tomato Paste

N2708 Food Suction & Discharge

V3010 Clear Reinforced PVC Tubing

N50 Nitrogen

N1956 Oxygen Hose

N2527 Oxygen

N2695 Oxygen Hose 3-Braid

N2716 CO2 Transfer

N2727-1 Brown Nitrogen Discharge

N2814 Butyl Tube Nitrogen

N8139 Scarfing Hose

CHEMICAL

FOOD & BEVERAGE

GAS & VAPOUR

N3 HARDROK

N2700 KEMFLEX



N110 Blastall Sandblast

N1217 Hot Tar & Asphalt Hose

N1450 Ruffian Suction & Discharge

N2496 Flextube Dry Cement Hose

N2497 Rhino Hot Air Blower (available with black or blue cover)

N2498 Wear King Sand Discharge

N2533 Black Dragon Crack Sealer

N2586 Black Devil Tar & Asphalt

N2743 Lime Discharge 

N2778 Super Wear King Sand Discharge

N2783 HD Industrial Vacuum Hose

N2789 Pebble Lime

N2797 Material Suction & Discharge

N2810 Grain Suction & Discharge

N2817 Ammonium Nitrate Pellet (Anfo Hose)

N2839 Super Rhino Hot Air Blower with Synthetic Monofilament Helix

N2840 FDA Hot Air Blower with Synthetic Monofilament Helix

N2849 FDA Hot Air Blower  

S1242 Goodflex

V500 Vactra

N1446 Super Long Life Anhydrous Ammonia Hose

N2493 Acid King

N2604 Furno-King Furnace Door Hose with Stainless Steel Braid

N2683 Sulphur Dioxide Discharge Hose (Wet)

N2700 "Kemflex" (Green, Black, Red, Blue)

N2718 Super Kemflex (Poly-Kemflex)

N3 Hardrok

N1460 Defender

N1460-5 Defender

N2550 Mine Power

N2555 Beaver

N3000 Super Hardrok II

N4000 Super Mine King II

N4000 Mine King II with Nozzle End

MINING - BELOW GROUND

MATERIAL HANDLING

MINING - ABOVE GROUND



L83 Long Life 2000

N60 Long Life

N351A Super Long Life LPG (UL)

N372A Impact LPG Hose (UL)

N1253 Work Over Rig (Air / Oil Transfer Discharge Hose)

N2490 Petroflo Petroleum Petro Flex Tank Truck

N2491 Petroleum Discharge

N2567 CGA Type 1 LPG Hose **Canada Only**

N2581 Petralflex

N2647 Hot Vacuum

N2658 Blue Dragon Hydrocarbon Drain Hose

N2658 Green Dragon Hydrocarbon Drain Hose

N2660 Petroleum Discharge with Static Wire

N2675 Arctic Blue Fox

N2698 Blue Low Temp Fuel Discharge

N2715 Petral Vac

N2726A Super Long Life LPG (UL)

N2737 CGA Type II LPG

N2741 Diesel Discharge

N2752 Petrall 2000

N2804 Elephant Hide LPG (UL)

N2805 Elephant Hide "PLUS" LPG (UL)

N2820 Hydrocarbon Drain

N2827 Petrall Flex Petroleum

N2069 Dante Steam

N2069 Dante Steam with Nozzle End

N2069-7 Dante Steam with Stainless Steel Braid

N2576 Thermoflex Black Steam Hose

N2711 Inferno Steam

N2711-2 Inferno Steam Longitudinal Stripe

N2711-3 Inferno Steam Brite Red

N2711-4 Inferno Steam Brite Red no Stripe

N2712 Hot Shot Rig Steam Hose

N2774 Fibreglass Steam Hose

N2811 Military Spec Steam Hose  MIL-DTL-29210C

PETROLEUM

STEAM



D2020 Suppressor Mine Spray

N320 Impact Water Hose

N322 Chiller

N325 Endurance

N325LD Contractor

N501 Pulp King

N501 Pulp King with Nozzle

N501-1 Mine King EPDM Construction with Nozzle

N645 Alligator

N1342 Guardian Washdown

N1616 Creamery Washdown

N2242 Mine King Heavy Duty Oil Rig Washdown with Nozzle End

N2467 Oil Rig Washdown

N2582 Crocodile Water Suction Hose

N2593 Kleensall Papermill Washdown

N2604 Furno-King

N2604 BW Furno-King SS Wire & Black Tube

N2604-1 Furno-King Furnace Door Hose with Stainless Steel Braid

N2613 Gray Washdown

N2613 Gray Washdown with Built on Nozzle

N2644 Green Papermill

N2644 Green Papermill with Built on Nozzle

N2644 Black Washdown

N2703 Hypalon Cover Hot Water Washdown

N2707 White Washdown

N2757 White Hot Water Washdown

N2765 Hot Water Transfer

N2808 Hot Water / HCN Flush Hose

N2813 Furno-King with Helix Wire

N2837 Water Discharge

N8869 Pressure Wash 3000

V131 Clear Feather Weight

V136 Blue Line

V141 Redlite Water Discharge

N2411 Centricleaner Hose

N2739 Sewage Hose

N2826 Military Spec for US Navy

E511 Single to Multiple Arch Rubber Spool Type Design

E711 Single Wide Flowing Arch Rubber Spool Type Design

E611 & E612 Single and Double Molded Flowing Arch & Floating Ring Design

EXPANSION JOINTS

WATER

SPECIALTY



L77 FARM FUEL

Applications: Gasoline resistant NBR

High tensile textile spiral

pumps to field agriculture equipment Abrasion and oil resistant black PVC/NBR

(Not UL approved) blend

Advantages:

IRPCO Fuel Flo

-Light weight

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 1.08 1.40

Wt. (Lbs/Ft) 0.41 0.47

Min. Bend Radius (IN)

Max. W.P. (PSI) N/A N/A

STD Length (FT)

Cover:

Stripe:

AGRICULTURE

SPEC & DESCRIPTION:

For discharge of gasoline, Tube:

grease, kerosene and petroleum oils from hand Reinforcement:

Ink Print

Temperature Range: -30
o
F to 140

o
F

-Gasoline resistant Nitrile (NBR) tube (ORS) Branding:

-Medium oil resistant Neoprene (CR) 

cover (ORS)

-Static wire

8,10,12, & 14' lengths

*

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and properly 

inspect and maintain hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  Because there are 

a variety of factors that impact the bend radius of hose, the end user is advised to insure the hose is not kinked in service.  Goodall Rubber Company of Canada, ULC, reserves the 

right to make product improvements without prior notice.  Photos may not be an exact representation of the product.



L85 AG SPRAY

Applications: High grade EPDM

Multiple high tensile textile spiral

handling liquid fertilizer solutions. Red or black chemical, weather &

ozone resistant EPDM

Advantages:

-700 Foot reels up to 1 1/4" 90% of reels Goodall L85 AG spray xxx PSI Max WP

one-piece!

-Low pressure water-base agricultural sprays

-Smooth cover

-Light weight

Specifications:

1/4" 0.50 8.0 150 1.50

1/4" 0.56 12.0 250 1.50

5/16" 0.59 13.0 150 1.90

5/16" 0.625 16.0 250 1.90 1/4" N/A N/A 700

3/8" 0.68 15.0 150 2.25 3/8" 400 350 700

3/8" 0.72 18.0 250 2.25 1/2" 250 200 700

1/2" 0.81 20.0 150 3.00 5/8" 225 200 700

1/2" 0.84 23.0 250 3.00 3/4" 150 150 700

5/8" 0.94 24.0 150 3.75 1" 125 100 700

5/8" 1.00 30.0 250 3.75 1 1/4" N/A N/A 300

3/4" 1.125 34.0 150 4.50 1 1/2" N/A N/A 250

3/4" 1.16 38.0 250 4.50 2" N/A N/A 200

1" 1.375 45.0 150 7.00

1" 1.44 54.0 250 7.00

1 1/4" 1.78 71.0 150 8.75

1 1/2" 2.03 80.0 150 10.50

2" 2.50 106.0 150 14.00

AGRICULTURE

SPEC & DESCRIPTION:

For liquid spray units, from Tube:

hand-held units to large floater spray units Reinforcement:

Cover:

Stripe:

Temperature Range: -40
o
F to 180

o
F

Branding:

-High-grade EPDM tube and cover

-General applications under moderate

operating conditions

ID
Short Reels      

2 Spiral

Short 

Reels      

4 Spiral

Nom ID Nom OD
Lbs/100 

Ft

Max. W.P. 

(PSI)

L85 Footage Per Reel

Min. Bend 

Radius (IN)
Short 

Reels 2 

or 4 

Spiral

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and properly 

inspect and maintain hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  Because there are 

a variety of factors that impact the bend radius of hose, the end user is advised to insure the hose is not kinked in service.  Goodall Rubber Company of Canada, ULC, reserves the 

right to make product improvements without prior notice.  Photos may not be an exact representation of the product.



N645 ALLIGATOR

Applications: Black EPDM/SBR synthetic rubber

Synthetic textile and twin helix

steel wire

Advantages: Black weather resistant EPDM/SBR

synthetic rubber

Specifications:

3/4" 1.14 0.1969 0.39 100 5.98

1" 1.38 0.1969 0.47 100 7.87

1 1/4" 1.65 0.1969 0.62 100 10.08

1 1/2" 1.930 0.2165 0.84 100 11.97

2" 2.52 0.2559 1.28 100 16.06

2 1/2" 2.95 0.2264 1.40 100 20.00

3" 3.46 0.2362 1.83 100 23.94

3 1/2" 4.02 0.2362 2.17 100 28.35

4" 4.49 0.2362 2.44 100 32.13

4 1/2" 5.12 0.3150 3.64 70 35.91

5" 5.55 0.2756 3.55 70 40.00

6" 6.73 0.3740 5.84 70 47.87

8" 7.99 0.3740 7.50 70 63.94

10" 10.87 0.4331 10.22 70 80.00

12" 12.87 0.4331 14.86 58 96.06

Applications:

Advantages:

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 0.98 1.24 1.54 1.84 2.15 2.77 3.24 3.73

Wt. (Lbs/Ft) 0.44 0.48 0.68 0.96 1.17 1.79 2.32 2.92

Min. Bend Radius (IN) 3.00 4.00 5.00 6.00 7.00 9.00 10.00 11.00

Max. W.P. (PSI)

STD Length (FT)

Nom ID
Nom OD 

(IN)

Max. 

W.P. 

Min. Bend 

Radius (IN)

Multiple high tensile stainless steel wire braids & 

textile braid in 1/2" to 2 1/2"

Cover:

Temperature Range:

Black abrasion, oil, weather & ozone resistant Neoprene

-40
o
F to 180

o
F

Year * = Current year, Year** = 

Current year plus 10 years, 

Example: Year*2007 Year **2017

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and properly 

inspect and maintain hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  Because there are 

a variety of factors that impact the bend radius of hose, the end user is advised to insure the hose is not kinked in service.  Goodall Rubber Company of Canada, ULC, reserves the 

right to make product improvements without prior notice.  Photos may not be an exact representation of the product.

SPEC & DESCRIPTION: N1446 SUPER LONG LIFE ANHYDROUS AMMONIA HOSE

Premium anhydrous ammonia Tube: High-grade low permeation chlorobutyl

hose used for transfer of NH3 in all services

Green spiralStripe:

-High visibility for nurse tanks and riser

ONLY when coupled by Goodall / Lewis-Goetz

-Low permeation chlorobutyl tube Branding:
GOODALL N1446 ANHYDROUS AMMONIA 350 PSIG MAX WP 

YEAR* FOR AG.SVC. REMOVE HOSE BEFORE YEAR** MADE IN 

CANADA 10001 REFER TO INDUSTRY RECOMMENDATIONS, 

INCL. RMA/IP-11-2 FOR CARE

up to 500'

AGRICULTURE

SPEC & DESCRIPTION:

Water Suction & Discharge hose Tube:

Reinforcement:

Cover:

-22
o
F to 176

o
F

Branding:

-High-grade EPDM tube and cover

-Heavy duty construction Stripe:

Temperature Range:

applications involving NH3

-Pro-rated 10 yr warranty for agriculture applications 

Reinforcement:

100' lengths

350

AGRICULTURE

Wall (IN) Lbs/Ft



Applications:

Advantages:

Specifications:

3/8" 1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 3" 4"

Nom OD (IN) 0.90 1.03 1.29 1.53 1.75 2.12 2.73

Wt. (Lbs/Ft) 0.33 0.39 0.46 0.58 0.67 0.88 1.31

Min. Bend Radius (IN) 2.50 3.00 4.00 5.00 5.50 7.50 11.00

Max. W.P. (PSI) 350 350 350 350 350 350 350

STD Length (FT)

Applications:

Advantages:

- Full vacuum

Specifications:

1 1/4" 1 1/2" 2" 2 1/2" 3" 3 1/2" 4"

Nom OD (IN) 1.78 2.03 2.56 3.08 3.66 4.17 4.69

Wt. (Lbs/Ft) 0.71 0.83 1.05 1.31 1.80 2.13 2.52

Min. Bend Radius (IN) 4.00 5.50 7.00 10.00 13.00 16.00 19.50

Max. W.P. (PSI)

STD Length (FT)

150

100' lengths

Branding: Goodall N2427 Protector Ag-Water Suction

150 PSI Max WP

Temperature Range: -40
o
F to 200

o
F

& water Reinforcement: Textile braid & dual steel helix wire

Cover: Black EPDM

Stripe: Red longitudinal

AGRICULTURE

SPEC & DESCRIPTION: N2427 PROTECTOR AGRICULTURE SOLUTION SUCTION HOSE

Suction hose for liquid fertilizer Tube: EPDM

up to 500' 100' lengths

GOODALL N2000 ANHYDROUS AMMONIA 350 PSIG MAX WP 

YEAR* FOR AG.SVC. REMOVE HOSE BEFORE YEAR** MADE IN 

CANADA 10001 REFER TO INDUSTRY RECOMMENDATIONS, 

INCL. RMA/IP-11-2 FOR CARE

Year * = Current year, Year** = 

Current year plus 6 years, 

Example: Year*2007 Year **2013

Branding:- Low permeation EPDM tube

applications ONLY when coupled by Goodall /

Cover:

Lewis - Goetz Temperature Range: -40
o
F to 180

o
F

Stripe: Green longitudinal-Pro-rated 6 year warranty for agriculture

High-grade low permeation EPDM

NH3 nurse tank usage Reinforcement:

- Weather, chemical and ozone resistant cover

- Flexible

N2000 "CENTURY 2000" ANHYDROUS AMMONIA HOSE

Anhydrous Ammonia hose for Tube:

SPEC & DESCRIPTION:

AGRICULTURE

Multiple high tensile textile braids

Black chemical, weather & ozone resistant EPDM

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and properly 

inspect and maintain hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  Because there are 

a variety of factors that impact the bend radius of hose, the end user is advised to insure the hose is not kinked in service.  Goodall Rubber Company of Canada, ULC, reserves the 

right to make product improvements without prior notice.  Photos may not be an exact representation of the product.



Applications:

Advantages:

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 1.24 1.54 1.84 2.74

Wt. (Lbs/Ft) 0.47 0.67 0.94 1.81

Min. Bend Radius (IN) 3.50 4.00 5.00 8.00

Max. W.P. (PSI) 350

STD Length (FT) 100' 100'

V130 G&C PVC SUCTION

Applications: PVC

PVC Helix, White for both styles

usage PVC, Green or Clear

Advantages:

-Kink resistant due to specially compounded

PVC helix

-Note: Available in green or clear, please

specify

Specifications:

3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4" 6"

Nom OD (IN) 0.98 1.26 1.53 1.78 2.31 2.85 3.38 4.46 6.62

Wt. (Lbs/Ft) 0.17 0.26 0.32 0.38 0.58 0.87 1.04 1.62 3.36

Min. Bend Radius (IN) 3.00 5.00 5.00 6.00 8.00 10.00 12.00 16.00 36.00

Max. W.P. (PSI) 130 106 99 89 79 55 47

STD Length (FT)

up to 500'

Branding:

350

- High-grade neoprene cover

Temperature Range: -40
o
F to 180

o
F

Year * = Current year, Year** = 

Current year plus 8 years,  

Example: Year*2007 Year **2015

Stripe:

applications ONLY when coupled by Goodall /

-Pro-rated 8 year warrant for agriculture

GOODALL N2595 ANHYDROUS AMMONIA 350 PSIG MAX WP 

YEAR* FOR AG.SVC. REMOVE HOSE BEFORE YEAR** MADE IN 

CANADA 10001 REFER TO INDUSTRY RECOMMENDATIONS, 

INCL. RMA/IP-11-2 FOR CARE

Lewis - Goetz

- Low permeation chlorobutyl tube

Grey longitudinal

Black abrasion, oil, weather & ozone resistant CR

Premium anhydrous ammonia Tube:

Reinforcement:

High-grade low permeation chlorobutyl

hose used for most NH3 applications High tensile stainless steel wire braids & textile 

Cover:

AGRICULTURE

SPEC & DESCRIPTION: N2595 RIFLEMAN ANHYDROUS AMMONIA HOSE

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and properly 

inspect and maintain hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  Because there are 

a variety of factors that impact the bend radius of hose, the end user is advised to insure the hose is not kinked in service.  Goodall Rubber Company of Canada, ULC, reserves the 

right to make product improvements without prior notice.  Photos may not be an exact representation of the product.

AGRICULTURE

SPEC & DESCRIPTION:

Cover:

Stripe:

Temperature Range: 0
o
F to 158

o
F

-Long service life due to vacuum resistance Branding:

Water, in industrial and Tube:

agricultural transfers as well as light chemical Reinforcement:

PVC cover

65

-Ease of cleaning and handling due to smooth

100' lengths



V131 CLEAR FEATHER WEIGHT

Applications: Clear PVC

White PVC helix

Clear PVC

Advantages:

Specifications:

1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4" 5" 6" 8"

Nom OD (IN) 1.23 1.52 1.78 2.36 2.92 3.48 4.50 5.59 6.61 9.18

Wt. (Lbs/Ft) 0.17 0.23 0.31 0.47 0.74 0.94 1.41 1.78 2.56 5.65

Min. Bend Radius (IN) 2.00 3.00 3.00 3.00 5.00 7.00 11.00 16.00 28.00 36.00

Max. W.P. (PSI) 60 40 10

STD Length (FT)

V1180 VISALL-FLO

Applications: Ozone resistant clear EVA copolymer

solution, all liquid fertilizers and most insecticides

and pesticides including Lasso.

Advantages:

temperature

-Meets FDA requirements

Specifications:

3/8" 7/16" 1/2" 5/8" 3/4" 1" 2" 3" 4"

Wall thickness 0.098 0.11 0.11 0.125 0.125 0.125

Wt. (Lbs/100 Ft) 6.25 7.30 6.30 6.75 13.80 17.70

PSI @ 70
o
F 125 110

STD Length (FT) 300' 100'

STD Pallet Qty (FT) 3600' 1200'

AGRICULTURE

SPEC & DESCRIPTION:

Water transfer in agricultural Tube:

and industrial situations Reinforcement:

Cover:

Stripe:

Temperature Range: 0
o
F to 158

o
F

-Flexible due to light weight construction Branding:

-Excellent value

50 35 30

AGRICULTURE

SPEC & DESCRIPTION:

EVA tubing for anhydrous ammonia Tube:

(NH3), phosphoric acid, ammonia nitrate, NH 3 Reinforcement:

Cover:

Stripe:

Temperature Range: Softening point @ 148
o
F

Branding:

-Excellent permeability resistance to gases and

water vapor

-Excellent flexibility and toughness in low 

100 100

500' 200'

6000' 2400'

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and properly 

inspect and maintain hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  Because there are 

a variety of factors that impact the bend radius of hose, the end user is advised to insure the hose is not kinked in service.  Goodall Rubber Company of Canada, ULC, reserves the 

right to make product improvements without prior notice.  Photos may not be an exact representation of the product.

100' lengths



V3010 CLEAR REINFORCED PVC TUBING

Applications: Clear, flexible PVC  

Textile spiral reinforcement

applications  Clear, flexible PVC  

Advantages:

Goodall V3010

-Crystal clear so the media conveyed is

always visible

Specifications:

1/4" 5/16" 3/8" 1/2" 5/8" 3/4" 1" 2" 3"

Nom OD (IN) 0.44 0.50 0.59 0.75 0.87 1.02 1.34

Wt. (Lbs/Ft) 0.05 0.07 0.08 0.12 0.15 0.19 0.31

Min. Bend Radius (IN)

Max. W.P. (PSI) 150 125

STD Length (FT)

V3020 REINFORCED EVA TUBING

Applications: Thermoplastic with textile braid 

reinforcement

environments. It is well suited for conducting

fertilizer and aqueous based chemical solutions, 

air and water.

Advantages:

Specifications:

3/8" 7/16" 1/2" 5/8" 3/4" 1" 2" 3" 4"

Nom OD (IN) 0.590 0.72 1.00 1.31

Wt. (Lbs/100 Ft) 7.00 8.70 14.00 23.50

Min. Bend Radius (IN)

PSI @ 70
o
F 250 250

STD Length (FT) 300' 300'

AGRICULTURE

Temperature Range: -10
o
F to 158

o
F

SPEC & DESCRIPTION:

Multipurpose medium pressure Tube:

hose for industrial, agriculture and construction Reinforcement:

Cover:

-Glass smooth tube for easy cleaning

250 200

-Non-toxic compound Branding:

-Meets FDA requirements 

*

AGRICULTURE

SPEC & DESCRIPTION:

200' lengths300' lengths

Stripe: Ink Print

Used in a wide variety of Tube:

applications in ambient and low temperature

Reinforcement:

Cover:

Stripe:

Softening point @ 148
o
FTemperature Range:

Branding:

-Non-toxic inner tube

-High working pressure

-Long lengths 

150

200'

*

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and properly 

inspect and maintain hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  Because there are 

a variety of factors that impact the bend radius of hose, the end user is advised to insure the hose is not kinked in service.  Goodall Rubber Company of Canada, ULC, reserves the 

right to make product improvements without prior notice.  Photos may not be an exact representation of the product.



V3500 INDUSTRIAL VINYL TUBING

Applications: Clear vinyl

0
o
F to 189

o
F

Advantages:

Specifications:

1/8" 1/32" 100' 1/2" 1/16" 100'

1/8" 1/16" 100' 1/2" 3/32" 100'

1/8" 3/32" 100' 1/2" 1/8" 100'

3/16" 1/16" 100' 9/16" 3/32" 100'

3/16" 3/32" 100' 5/8" 1/16' 100'

3/16" 1/8" 100' 5/8" 1/8" 100'

1/4" 1/16" 100' 11/16" 3/32" 100'

1/4" 3/32" 100' 11/16" 1/8" 100'

1/4" 1/8" 100' 3/4" 1/8" 100'

5/16" 1/16" 100' 3/4" 3/16' 100'

5/16" 3/32" 100' 3/4" 1/4" 100'

5/16" 1/8" 100' 7/8" 1/8" 100'

3/8" 1/16" 100' 1" 1/8" 100'

3/8" 3/32" 100' 1 1/4" 1/4" 50'

3/8" 1/8" 100' 1 1/2" 1/4" 50'

7/16" 1/16" 100'

7/16" 3/32" 100'

7/16" 1/8" 100'

AGRICULTURE

SPEC & DESCRIPTION:

For light duty air, water and Tube:

chemical service. Reinforcement:

Cover:

Thickness

-Non-toxic compound

-FDA approved

Stripe:

Temperature Range:

STD 

Length 

(FT)

STD Length 

(FT)

Branding:

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and properly 

inspect and maintain hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  Because there are 

a variety of factors that impact the bend radius of hose, the end user is advised to insure the hose is not kinked in service.  Goodall Rubber Company of Canada, ULC, reserves the 

right to make product improvements without prior notice.  Photos may not be an exact representation of the product.

Nom OD (IN)Nom OD (IN) Thickness



L15-J AIR HAMMER

Applications:

use when lubricating tools with oil mist 

through air lines. Yellow abrasion, weather, heat and ozone

resistant EPDM

Advantages:

(RMA Class C)

bands each end

-Available in yellow, blue and green

Specifications:

1/2" 3/4" 5/8" 3/4" 1" 1 1/4" 1 1/2" 2" 3"

Nom OD (IN) 1.16

Wt. (Lbs/Ft) 36.80

Min. Bend Radius (IN)

Max. W.P. (PSI) 300

STD Length (FT) 50'

L80 JACKHAMMER

Applications:

Red abrasion, weather, heat and ozone

Advantages: resistant EPDM

bands each end

-Extremely flexible

Specifications:

1/2" 3/4" 1" 1 1/2" 2" 3" 4" 5" 6"

Nom OD (IN) 1.16

Wt. (Lbs/Ft) 36.80

Min. Bend Radius (IN)

Max. W.P. (PSI) 250

STD Length (FT) 50'

AIR - GENERAL 

PURPOSE
SPEC & DESCRIPTION:

Good quality air tool hose to Tube: Medium oil resistant EPDM

Reinforcement: Multiple high tensile textile spiral

Cover:

Temperature Range: -40
o
F to 180

o
F

-Medium oil resistant EPDM tube Branding: Goodall L15 Air Hammer Air 300 psi Max 

WP Continuous blue ink

-Extremely flexible

-Light weight

-Pre-coupled with Universal fittings and two

AIR - GENERAL 

PURPOSE
SPEC & DESCRIPTION:

Quality Jackhammer hose. Tube: EPDM

Reinforcement: Multiple high tensile textile spiral

Cover:

-Standard industry cover color Temperature Range: -40
o
F to 180

o
F

-Economical choice Branding: Goodall L80 Jackhammer Air 250 psi Max 

-Pre-coupled with Universal fittings and two WP Continuous blue ink

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and 

properly inspect and maintain hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  

Because there are a variety of factors that impact the bend radius of hose, the end user is advised to insure the hose is not kinked in service.  Goodall Rubber Company of 

Canada, ULC, reserves the right to make product improvements without prior notice.  Photos may not be an exact representation of the product.

*

*



L84 SAXON

Applications:

handling air, water, oil based and mild

chemicals in tough environments such as Red smooth abrasion and high oil

steel mills, shipyards and construction resistant PVC/NBR blend

industries.

Advantages:

-High oil resistant Nitrile (NBR)/PVC 

-Non-conductive

-Extremely flexible

-Kink resistant

Specifications:

1/4" 3/8" 1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 3"

Nom OD (IN) 0.63 0.72 0.88 1.19 1.50 1.78 2.03

Wt. (Lbs/Ft) 15.7 18.0 25.1 41.6 63.3 81.6 94.9

Min. Bend Radius (IN)

Max. W.P. (PSI)

STD Length (FT)

Applications:

Advantages: ozone resistant SBR

Specifications:

3/8" 1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 0.925 1.06 1.30 1.53 1.89 2.15 2.77 3.27 3.74 5.08

Wt. (Lbs/Ft) 0.38 0.45 0.62 0.78 1.07 1.22 2.14 2.49 3.04 5.61

Min. Bend Radius (IN) 2.50 3.00 3.50 5.00 6.00 6.50 9.50 10.00 13.50 18.50

Max. W.P. (PSI) 1000 1000 1000 1000 800 600 600 600 500 500

STD Length (FT)

-40F to 180F all sizes - OIL SERVICE

**Temperature 

Range

-40F to 225F up to 2 inch size - AIR SERVICE ONLY

-40F to 268F 2 1/2 thru 4 inch size - AIR SERVICE ONLY

-Excellent in bull line service

-Extreme abrasion resistant cover Temperature Range: -40
o
F to SEE BELOW**

-Extremely flexible and kink resistant Branding: Goodall N3 Hardrok Air XXX PSI Max WP

Black spiral

Multiple high tensile wire braids

Cover: Yellow wrapped abrasion, weather & 

quarries, and construction jobs. Reinforcement:

up to 500'

AIR - GENERAL 

PURPOSE
SPEC & DESCRIPTION: N3 - HARDROK

Heavy-duty air hose for use in mines, Tube:

100' lengths

Oil resistant nitrile NBR blend

-Heavy duty construction

-Heat, oil resistant Nitrile (NBR) tube Stripe:

AIR - GENERAL 

PURPOSE

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and 

properly inspect and maintain hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  

Because there are a variety of factors that impact the bend radius of hose, the end user is advised to insure the hose is not kinked in service.  Goodall Rubber Company of 

Canada, ULC, reserves the right to make product improvements without prior notice.  Photos may not be an exact representation of the product.

SPEC & DESCRIPTION:

Premium heavy-duty hose Tube: NBR, high oil resistant

Reinforcement: High tensile textile spiral

Branding: Goodall L84 Saxon Air xxx psi max WP;

Cover:

Temperature Range: -40
o
F to 180

o
F

(RMA Class A)

cover (RMA Class A)

300 250

Continuous gold ink

-High oil resistant Nitrile (NBR) tube 

*

Continuous long lengths on reels, or cut lengths



Applications:

Advantages:

-Kink resistant

Specifications:

1/2" 5/8" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3"

Nom OD (IN) 1.06 1.18 1.30 1.57 1.80 2.03 2.62

Wt. (Lbs/Ft) 0.39 0.45 0.50 0.65 0.77 0.88 1.20

Min. Bend Radius (IN) 3.00 3.00 3.50 5.00 6.00 6.50 9.50

Max. W.P. (PSI) 450 450 450 400 400 400 400

STD Length (FT)

N730 TUFF-ROK

Applications:

construction sites. Excellent economical

choice for use as "Bull hose" Yellow abrasion, weather &

ozone resistant SBR/EPDM blend

Advantages:

Mylar stripe

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 3" 4" 5"

Nom OD (IN) 2.56

Wt. (Lbs/Ft) 1.66

Min. Bend Radius (IN)

Max. W.P. (PSI) 500

STD Length (FT) 100'

AIR - GENERAL 

PURPOSE

-Oil & Heat resistant nitrile tube

-Abrasion, weather, petroleum & ozone 

Oil resistant nitrile NBR blendTube:

Stripe: Tan spiral

neoprene

100 ' lengths

resistant cover Temperature Range:

up to 500'

Branding:-Flexible

XXX PSI Max WP  

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and 

properly inspect and maintain hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  

Because there are a variety of factors that impact the bend radius of hose, the end user is advised to insure the hose is not kinked in service.  Goodall Rubber Company of 

Canada, ULC, reserves the right to make product improvements without prior notice.  Photos may not be an exact representation of the product.

Temperature Range:

-SBR tube and SBR/EPDM blend cover Branding:

-40
o
F to 180

o
F

Black abrasion, weather, petroleum & ozone resistant 

Goodall N300 Impact Air 

Air / Water

SPEC & DESCRIPTION: N300 IMPACT AIR (also available 1/2" - 1" with nozzle end)

High tensile textile braidsReinforcement:

-40
o
F to 180

o
F

Reinforcement: Multiple high tensile steel braids

Goodall N 730 Tuff Rok Air

SPEC & DESCRIPTION:

Cover:

Air hose used for service on Tube: Smooth and seamless SBR

-Very flexible 500 PSI Max WP Transparent longitudinal

Cover:

AIR - GENERAL 

PURPOSE

*



Applications:

Advantages:

resistant cover

- Full vacuum

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 3.90 4.95

Wt. (Lbs/Ft) 4.20 5.00

Min. Bend Radius (IN) 12.00 18.00

Max. W.P. (PSI) 400 200

STD Length (FT) 100 100

Applications:

Advantages:

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 0.98 1.26 1.48 1.70 1.95 2.58 3.06 3.60 4.69

Wt. (Lbs/Ft) 0.39 0.60 0.74 0.84 1.00 1.62 1.88 2.54 3.71

Min. Bend Radius (IN) 3.00 3.50 5.00 5.50 6.00 9.00 13.00 14.50 18.50

Max. W.P. (PSI) 1000 1000 1000 750 550 550 400 400 400

STD Length (FT)

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and 

properly inspect and maintain hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  

Because there are a variety of factors that impact the bend radius of hose, the end user is advised to insure the hose is not kinked in service.  Goodall Rubber Company of 

Canada, ULC, reserves the right to make product improvements without prior notice.  Photos may not be an exact representation of the product.

up to 500'

-Heat & oil resistant SBR/Nitrile tube

-Heavy duty construction Stripe: none

-Extremely flexible Temperature Range:

SPEC & DESCRIPTION:

Heat & oil resistant SBR/nitrile blend

construction sites

resistant SBR

-Kink resistant Branding: Goodall N1460 Defender Air XXX PSI Max WP

AIR - GENERAL 

PURPOSE

Multiple high tensile wire braids

AIR - GENERAL 

PURPOSE

Reinforcement:

Reinforcement:

neoprene

Cover:

-High heat & oil resistant tube 

Cover: Yellow wrapped abrasion, weather & ozone

-Heavy duty construction

High heat & oil resistant neoprene

Black weather, petroleum & ozone resistant

High tensile wire & textile braid with dual steel helix wire

-40
o
F to 300

o
F

100' lengths

N1460 DEFENDER   MARKETS: FOR AIR AND ALSO IDEAL FOR HI-PRESSURE WATER DISCHARGE

Air hose for medium duty service on Tube:

-40
o
F to 180

o
F

Branding: Goodall logo & date   N1413 marker ID

Temperature Range:-Abrasion, weather, petroleum & ozone

SPEC & DESCRIPTION: N1413 HI TEMP AIR HOSE

High Temp Air Hose Tube:



Applications:

Advantages:

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 1.98 2.58

Wt. (Lbs/Ft) 1.00 1.62

Min. Bend Radius (IN) 6.00 9.00

Max. W.P. (PSI) 550 550

STD Length (FT)

Applications:

Advantages:

resistant cover

- Full vacuum

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 2.70 3.30 3.84 4.95

Wt. (Lbs/Ft) 2.04 2.54 3.82 5.01

Min. Bend Radius (IN) 9.00 11.00 13.00 20.00

Max. W.P. (PSI) 500 400 400 200

STD Length (FT)

AIR - GENERAL 

PURPOSE
SPEC & DESCRIPTION: N1757 BLAST HOLE

High temp air hose Tube: High heat & oil resistant neoprene

Reinforcement:

Branding: Goodall N1460 Defender Air

-Kink resistant

XXX PSI Max WP

Black heat resistant SBR

-Abrasion, weather & ozone resistant cover

-Flexible

SPEC & DESCRIPTION: N1460-5 DEFENDER        MARKETS:  Designed specifically for Alimak Raise Climber

AIR - GENERAL 

PURPOSE

Tube:

SBR

Air / Water / Oil

100' lengths

Reinforcement: High tensile wire braid

Cover: Yellow weather, abrasion & ozone resistant

Temperature Range: -40
o
F to 180

o
F

-Low stretch for maximum air volume

Cover: Black neoprene

High tensile wire & textile braid with dual steel helix wire

Stripe: Red longitudinal-Heavy-duty construction

-High heat & oil resistant neoprene tube

100' lengths

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and 

properly inspect and maintain hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  

Because there are a variety of factors that impact the bend radius of hose, the end user is advised to insure the hose is not kinked in service.  Goodall Rubber Company of 

Canada, ULC, reserves the right to make product improvements without prior notice.  Photos may not be an exact representation of the product.

Temperature Range: -40
o
F to 300

o
F

Branding: Goodall logo, date & N1757 Marker

-Abrasion, weather, petroleum & ozone



MARKETS:   MINING

Applications:

Advantages:

none

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 1.01 1.22 1.49 1.74 1.97 2.61 3.80

Wt. (Lbs/Ft) 0.31 0.39 0.51 0.64 0.73 1.25 2.19

Min. Bend Radius (IN) 3.75 4.00 5.00 6.50 7.50 9.00 15.00

Max. W.P. (PSI) 400 400 400 400 400 400 400

STD Length (FT)

Applications:

Advantages:

White spiral

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 1.080 1.31 1.60 1.84 2.09 2.71 3.21 3.88 5.04

Wt. (Lbs/Ft) 0.43 0.53 0.72 0.79 0.93 1.44 1.77 2.46 3.82

Min. Bend Radius (IN) 3.50 4.00 5.00 6.50 7.50 9.00 12.00 15.00 19.00

Max. W.P. (PSI) 450 450 450 450 450 450 450 400 400

STD Length (FT)

-Kink resistant Branding: Goodall N2555 Beaver Air / Water

XXX PSI Max WP

-Flexible Temperature Range: -25
o
F to 180

o
F

-Oil resistant nitrile tube Stripe:

-Abrasion resistant cover

Reinforcement: High tensile textile braid

Cover: Red abrasion resistant SBR blend

-Kink resistant Branding: Goodall N2550 Mine Power Air / Water

400 PSI Max WP

-Abrasion resistant cover

-Flexible Temperature Range: -40
o
F to 180

o
F

Cover: Red abrasion resistant SBR blend

-Oil resistant nitrile tube Stripe:

Air / Water / Oil Tube: Oil resistant nitrile blend

Reinforcement: High tensile textile braid

SPEC & DESCRIPTION: N2550 MINE POWER

DEVELOPMENT & PRODUCTION AREAS WHERE 

PERFORMANCE & LONG LIFE ARE DESIRED

AIR - GENERAL 

PURPOSE

up to 500' 100' lengths

AIR - GENERAL 

PURPOSE
SPEC & DESCRIPTION: N2555  BEAVER

Air / Water / Oil Tube: Oil resistant nitrile blend

up to 500' 100' lengths

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and 

properly inspect and maintain hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  

Because there are a variety of factors that impact the bend radius of hose, the end user is advised to insure the hose is not kinked in service.  Goodall Rubber Company of 

Canada, ULC, reserves the right to make product improvements without prior notice.  Photos may not be an exact representation of the product.



Applications:

Advantages:

-Flexible

-Kink Resistant

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 1.01 1.24 1.49 2.00 2.55 3.65 4.98

Wt. (Lbs/Ft) 0.31 0.41 0.51 0.79 1.12 1.78 3.55

Min. Bend Radius (IN) 3.00 3.50 4.50 9.00 9.50 TBD 22.00

Max. W.P. (PSI) 400 400 400 400 400 400 400

STD Length (FT) 100 100 100 100

Applications:

Advantages:

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 1.15 1.44 1.70 2.01 2.33 2.96 3.54 4.04 5.17

Wt. (Lbs/Ft) 0.48 0.61 0.76 1.03 1.24 1.87 2.38 2.83 3.92

Min. Bend Radius (IN) 3.00 3.50 4.00 5.00 7.00 9.00 13.00 15.00 22.00

Max. W.P. (PSI) 550 550 550 550 550 475 475 475 400

STD Length (FT)

-Kink Resistant

-Abrasion, weather, oil & ozone resistant cover

-Flexible

up to 500'

-Heavy duty construction

-Heat & oil resistant nitrile tube

-Extra thick abrasion resistant cover

AIR - GENERAL 

PURPOSE
SPEC & DESCRIPTION:

up to 500' 100' lengths

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and 

properly inspect and maintain hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  

Because there are a variety of factors that impact the bend radius of hose, the end user is advised to insure the hose is not kinked in service.  Goodall Rubber Company of 

Canada, ULC, reserves the right to make product improvements without prior notice.  Photos may not be an exact representation of the product.

Air / Water / Oil Tube: Oil resistant nitrile NBR blend

AIR - GENERAL 

PURPOSE
SPEC & DESCRIPTION: N2578 DURATION

Reinforcement: High tensile textile braid

1/2 to 1 1/2" -- Red SBR     2 - 4" -- Black NeopreneCover:

-Oil resistant tube

Oil resistant nitrile NBR Blend

Temperature Range: -40
o
F to 180

o
F

XXX PSI Max WP

Branding: Goodall N2578 Duration Air

400 PSI Max WP

Reinforcement: High tensile textile braid

N2615 MINE BOSS

Air / Water Tube:

Cover:

Goodall N2615 Mine Boss

Stripe: Orange longitudinal

Black abrasion, weather & ozone resistant SBR

Temperature Range: -40
o
F to 180

o
F

Branding:



Applications:

Advantages:

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 0.99 1.24 1.47

Wt. (Lbs/Ft) 0.31 0.40 0.52

Min. Bend Radius (IN) 2.50 3.00 3.50

Max. W.P. (PSI)

STD Length (FT) 100'

N2705C ROCK BREAKER +

Applications:

air hose for use in industrial, construction, and

mining applications. Yellow wrapped abrasion, weather &

ozone resistant SBR/EPDM blend

Advantages:

Mylar stripe

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 3" 4" 5"

Nom OD (IN) 0.93 1.18 1.48 1.73 2.00 2.53

Wt. (Lbs/Ft) 0.31 0.42 0.58 0.72 0.89 1.10

Min. Bend Radius (IN)

Max. W.P. (PSI)

STD Length (FT)

-Oil resistant tube

-Abrasion & oil resistant cover

AIR - GENERAL 

PURPOSE
SPEC & DESCRIPTION: N2694 WHITE HYPALON COVER AIR

Air / Water Tube:

High tensile textile braid

-Flexible

Oil resistant nitrile NBR blend

Temperature Range: -40
o
F to 200

o
F

Reinforcement:

White hypalon

Branding: N2694 250 PSI Air Service

Cover:

-Kink resistant

Temperature Range: -40
o
F to 180

o
F

-Heavy-duty construction

Black smooth SBR

Reinforcement: Multiple high tensile textile spiral

400 PSI Max WP Transparent longitudinal

400

Cover:

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and 

properly inspect and maintain hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  

Because there are a variety of factors that impact the bend radius of hose, the end user is advised to insure the hose is not kinked in service.  Goodall Rubber Company of 

Canada, ULC, reserves the right to make product improvements without prior notice.  Photos may not be an exact representation of the product.

Branding: Goodall N2705 Rock Breaker+ Air

*

-Extremely flexible

Heavy-duty multi-purpose Tube:

AIR - GENERAL 

PURPOSE
SPEC & DESCRIPTION:

up to 500'

250

-Kink resistant

50 and 100 feet



Applications:

Advantages:

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 2.73 3.82

Wt. (Lbs/Ft) 1.98 3.07

Min. Bend Radius (IN) 9.00 13.00

Max. W.P. (PSI) 600 500

STD Length (FT) 100 100

Applications:

Advantages:

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 2.58 3.62

Wt. (Lbs/Ft) 1.55 2.59

Min. Bend Radius (IN) 9.00 12.50

Max. W.P. (PSI) 500 500

STD Length (FT) 100 100

AIR - GENERAL 

PURPOSE

-Heavy duty construction

SPEC & DESCRIPTION: N2841 BLUE / TAN AIR HOSE

Air / Water

Multiple high tensile wire braids

Blue weather, abrasion & ozone resistant

Tube: Oil resistant nitrile NBR blend

SBR

Tan spiral

Reinforcement:

-Heat & Oil resistant tube

Temperature Range:

Cover:

-40
o
F to 200

o
FTemperature Range:

Goodall N2841 Air

Stripe:

SPEC & DESCRIPTION: N2844 500 PSI AIR

Cover: Yellow SBR 

Oil resistant nitrile

Reinforcement: High tensile wire braids

-Kink resistant

-Abrasion resistant cover

-Flexible Branding:

AIR - GENERAL 

PURPOSE

XXX PSI Max WP

Stripe: Blue longitudinal

Tube:

-Abrasion resistant cover

-Flexible

-Kink resistant

Air / Water

-Heat & oil resistant tube

500 PSI Max WP

Branding: Goodall N2844 Air Hose

-40
o
F to 268

o
F

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and 

properly inspect and maintain hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  

Because there are a variety of factors that impact the bend radius of hose, the end user is advised to insure the hose is not kinked in service.  Goodall Rubber Company of 

Canada, ULC, reserves the right to make product improvements without prior notice.  Photos may not be an exact representation of the product.



Applications:

Advantages:

resistant SBR

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 2.17 2.77

Wt. (Lbs/Ft) 1.47 2.18

Min. Bend Radius (IN) 6.00 8.00

Max. W.P. (PSI) 900 900

STD Length (FT)

Applications:

Advantages:

resistant SBR

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 1.120 1.36 1.67 2.01 2.33 2.96 3.57 4.04 5.16

Wt. (Lbs/Ft) 0.43 0.52 0.77 1.05 1.28 1.92 2.43 2.86 3.96

Min. Bend Radius (IN) 3.00 3.50 4.00 5.00 7.00 10.00 13.00 15.00 22.00

Max. W.P. (PSI) 550 550 550 550 550 475 475 475 400

STD Length (FT) up to 500'

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and 

properly inspect and maintain hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  

Because there are a variety of factors that impact the bend radius of hose, the end user is advised to insure the hose is not kinked in service.  Goodall Rubber Company of 

Canada, ULC, reserves the right to make product improvements without prior notice.  Photos may not be an exact representation of the product.

Black abrasion, weather & ozone

XXX PSI Max WP

100' lengths

SPEC & DESCRIPTION: N4000 SUPER MINE KING II

-40
o
F to 200

o
F

-Kink resistant Branding: Goodall Super Mine King II N4000 Air

Temperature Range:-Heavy duty construction

Cover:

Yellow & green spiral 

- Heavy duty construction 900 PSI Max WP

-Kink resistant Branding:

SPEC & DESCRIPTION:

100' lengths

Air / Water Tube:

Reinforcement:

AIR - GENERAL 

PURPOSE

AIR - GENERAL 

PURPOSE

Temperature Range:

-Heat & oil resistant tube

Stripe: Double black spiral

-Flexible

Air / Water

-40
o
F to 268

o
F

-Abrasion resistant cover

Cover:

N3000 SUPER HARDROK II 

Oil resistant high-temp nitrile

Multiple high tensile wire braids

Yellow abrasion, weather & ozone

Goodall N3000 Super Hardrok II Air

-Abrasion resistant cover

Oil resistant nitrile NBR blend

-Heat & oil resistant nitrile tube

Stripe:

Multiple high tensile nylon braidsReinforcement:

Tube:



Applications:

Advantages:

resistant SBR

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 2.96

Wt. (Lbs/Ft) 1.92

Min. Bend Radius (IN) 10.00

Max. W.P. (PSI) 475

STD Length (FT)

Applications:

Advantages:

Specifications:

3/8" 1/2" 5/8" 3/4" 1" 1 1/4" 1 1/2" 2"

Nom OD (IN) 0.93 1.06 1.19 1.30 1.54 1.82 2.07 2.59

Wt. (Lbs/Ft) 0.30 0.36 0.41 0.46 0.57 0.78 0.91 1.22

Min. Bend Radius (IN) 2.00 3.00 3.50 3.50 5.50 7.00 9.00 9.50

Max. W.P. (PSI) 300 300 250 250 200 200 200 200

STD Length (FT)

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and 

properly inspect and maintain hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  

Because there are a variety of factors that impact the bend radius of hose, the end user is advised to insure the hose is not kinked in service.  Goodall Rubber Company of 

Canada, ULC, reserves the right to make product improvements without prior notice.  Photos may not be an exact representation of the product.

High tensile textile braid

Cover: Red abrasion, weather & ozone resistant SBR

475 PSI Max WP

Yellow & green spiral 

-Heavy duty construction Temperature Range: -40
o
F to 200

o
F

-Kink resistant Branding:

Air / Water / Oil

-Abrasion resistant cover

SPEC & DESCRIPTION:

AIR - GENERAL 

PURPOSE

Goodall Super Mine King II N4000 Air

-Heat & oil resistant nitrile tube

SPEC & DESCRIPTION:

Air / Water Oil resistant nitrile NBR blend

Stripe:

N8001  ALL FLEX

AIR - GENERAL 

PURPOSE

up to 500' 100' lengths

Temperature Range: -40
o
F to 200

o
F

Branding: Goodall N8001 All Flex Air, Water, Oil

-Oil resistant nitrile (NBR) tube

-Kink resistant

-Heat resistant tube

XXX PSI  MAX WP

Oil resistant nitrile NBR blend

-Abrasion resistant cover

Reinforcement:

Tube:

Reinforcement:

N4000 MINE KING II WITH NOZZLE END

Tube:

Available in 25, 50 and 100' lengths

Multiple high tensile nylon braids

Cover: Black abrasion, weather & ozone



W66 AIR TOOL

Applications:

lubricating tools with oil mist through air lines.

Red abrasion, weather & ozone resistant

Advantages:

-Pre-coupled

-Available in red, blue, yellow and green

Specifications:

1/2" 3/8" 1" 1 1/2" 2" 3" 4" 5" 6"

Nom OD (IN) 1/2"

Wt. (Lbs/Ft) 9 lbs.

Min. Bend Radius (IN)

Max. W.P. (PSI) 300

STD Length (FT) 25' and 50'

AIR - GENERAL 

PURPOSE

Temperature Range: -30
o
F to 160

o
F

SPEC & DESCRIPTION:

High quality air tool hose for Tube: Oil Resistant

-Kink resistant

-Oil resistant liner Branding: W-66 300 PSI 

-Extremely flexible

Reinforcement: High tensile strength textile spirals

Cover:

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and 

properly inspect and maintain hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  

Because there are a variety of factors that impact the bend radius of hose, the end user is advised to insure the hose is not kinked in service.  Goodall Rubber Company of 

Canada, ULC, reserves the right to make product improvements without prior notice.  Photos may not be an exact representation of the product.

*



Applications:

EPDM, Hypalon, UHMWP or Polyethylene tube

chemical hoses, or for liquid food products Green chemical, weather & ozone

where an FDA, non-stick tube is required  resistant EPDM

Advantages:

Goodall N2442 Super Chem II Chemical xxx

PSI Max WP

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 3" 4" 5"

Nom OD (IN) 0.97 1.11 1.52 1.73 2.13 2.69 3.67

Wt. (Lbs/Ft) 0.37 0.56 0.71 0.84 1.24 1.71 2.52

Min. Bend Radius (IN) 3.00 5.00 8.00 11.00 14.00 18.00 35.00

Max. W.P. (PSI)

STD Length (FT)

Applications:

Advantages:

- Full vacuum

Specifications:

1/2" 3/4" 1" 1 1/2" 1 7/8" 2" 3" 3 1/2" 4"

Nom OD (IN) 1.35 1.69 2.19 2.56 2.62 3.69 4.27 4.82

Wt. (Lbs/Ft) 0.58 0.85 1.15 1.34 1.46 2.19 2.88 3.38

Min. Bend Radius (IN) 3.00 3.50 4.00 5.00 6.00 11.00 14.00 16.00

Max. W.P. (PSI)

STD Length (FT)

CHEMICAL

SPEC & DESCRIPTION: N2493 ACID KING 

For in-plant use or tank truck Tube: Hypalon

Reinforcement:

Cover: Black hypalon

transfer of acids compatible with hypalon tube High tensile textile braids with dual steel helix wire

- Extremely flexible

Stripe: Orange spiral

Temperature Range: -25
o
F to 200

o
F *

Branding: Goodall Acid King N2493 Hypalon Tube &

- Easy to handle

Cover   150 PSI Max WP

150

100' lengths

CHEMICAL

SPEC & DESCRIPTION: N2442 SUPER CHEM II

Suction and discharge of Tube: Seamless smooth white Teflon (FEP)

various chemicals that are not compatible with Reinforcement: Multiple plies of polyester with dual wire

helix

Cover:

Stripe: Red Mylar spiral stripe

-Teflon (FEP) tube complies to FDA standards Temperature Range: -40
o
F to 300

o
F

-Seamless smooth tube provides better flow Branding:

- Full Vacuum, all sizes

200

100' lengths

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and properly inspect and maintain 

hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  Because there are a variety of factors that impact the bend 

radius of hose, the end user is advised to insure the hose is not kinked in service. *Prior to use, refer to manufacturer, RMA and other industry chemical resistance references for chemical and 

temperature compatibility.  Contact your local Goodall Rubber Company of Canada, ULC., or Lewis-Goetz and Co. division for any questions.  Goodall Rubber Company of Canada, ULC., reserves the 

right to make product improvements without prior notice.  Photos may not be an exact representation of the product.  



Applications:

Advantages:

- Flexible

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 3 1/2"

Nom OD (IN) 1.53 2.03 2.53 3.03 3.58 4.06

Wt. (Lbs/Ft) 0.63 0.88 1.13 1.39 1.67 1.91

Min. Bend Radius (IN) 5.00 7.50 11.50 13.00 15.00 19.00

Max. W.P. (PSI) 200

STD Length (FT) 100

Applications:

Advantages:

- Full vacuum

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 1.36 1.59 1.93 2.18 2.65 3.69 4.75

Wt. (Lbs/Ft) 0.49 0.59 0.84 1.00 1.24 1.92 2.73

Min. Bend Radius (IN) 4.00 5.50 6.00 6.50 10.00 15.00 21.00

Max. W.P. (PSI)

STD Length (FT)

- Handles the majority of industrial chemicals

CHEMICAL

SPEC & DESCRIPTION: N2522 ACID DISCHARGE

Acid Discharge Tube: Hypalon

Reinforcement: High tensile textile braid

Cover: Blue hypalon

Stripe: White longitudinal - Kink resistant

CHEMICAL

SPEC & DESCRIPTION: N2546 CHEMICAL CROSSLINK (CHEMICAL SOLVENT HOSE)

Temperature Range: -40
o
F to 180

o
F *

Branding: Goodall Acid Discharge Hypalon Tube &

Cover    200 PSI Max WP

Transfer of Chemicals & Tube: Clear cross linked polyethylene (XLPE)

Cover:

Solvents for in-plant or tank truck use

Stripe:

Green chemical, weather & ozone resistant EPDM

Reinforcement:

Orange mylar longitudinal

Branding:

used today

Goodall N2546 Chemall Crosslink Chemical

Temperature Range: -25
o
F to 150

o
F *

200 PSI Max WP

100' lengths 100' lengths

200 200

200

100' lengths

Multiple high tensile textile braids with dual steel helix wire

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and properly inspect and maintain 

hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  Because there are a variety of factors that impact the bend 

radius of hose, the end user is advised to insure the hose is not kinked in service. *Prior to use, refer to manufacturer, RMA and other industry chemical resistance references for chemical and 

temperature compatibility.  Contact your local Goodall Rubber Company of Canada, ULC., or Lewis-Goetz and Co. division for any questions.  Goodall Rubber Company of Canada, ULC., reserves the 

right to make product improvements without prior notice.  Photos may not be an exact representation of the product.  



Applications:

Advantages:

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 1.89 2.70 3.70 4.78

Wt. (Lbs/Ft) 1.25 1.83 2.83 4.21

Min. Bend Radius (IN) 5.00 7.00

Max. W.P. (PSI) 300 300

STD Length (FT) 100 100

Applications:

Advantages:

-Flexible

- Full vacuum

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 2.62 3.72

Wt. (Lbs/Ft) 1.19 2.15

Min. Bend Radius (IN) 10.00 15.00

Max. W.P. (PSI) 200 200

STD Length (FT) 100 100

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and properly inspect and maintain 

hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  Because there are a variety of factors that impact the bend 

radius of hose, the end user is advised to insure the hose is not kinked in service. *Prior to use, refer to manufacturer, RMA and other industry chemical resistance references for chemical and 

temperature compatibility.  Contact your local Goodall Rubber Company of Canada, ULC., or Lewis-Goetz and Co. division for any questions.  Goodall Rubber Company of Canada, ULC., reserves the 

right to make product improvements without prior notice.  Photos may not be an exact representation of the product.  

TBD

CHEMICAL

SPEC & DESCRIPTION: N2612 DIISOCYANATE HOSE

Diisocyanate Service Tube: Clear crosslink polyethylene (XLPE)

Reinforcement: High tensile textile braids & dual steel helix wire

-X-link tube

Cover: Red EPDM

Stripe: none

Temperature Range: -25
o
F to 150

o
F *-Chemical, weather & ozone resistant cover

Branding:

Service Only 150F Max Temp 200 PSI Max WP

Goodall N2612 X Link tube for Diisocyanate

CHEMICAL

SPEC & DESCRIPTION: N2597 CHEMICAL

Transfer of acids compatible Tube: Hypalon

Cover:

with hypalon tube Multiple high tensile stainless steel wire braids

Abrasion & weather resistant black hypalon

Stripe:

300 PSI Max WP Hypalon Tube

- Easy to handle

Temperature Range: -40
o
F to 180

o
F *

-Flexible

-Kink resistant

Branding: Goodall N2597 Chemical

Orange longitudinal

Reinforcement:

100' lengths

300



Applications:

Advantages:

-Flexible

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 0.99 1.23 1.53 1.84 2.12 2.74

Wt. (Lbs/Ft) 0.35 0.43 0.68 0.93 1.15 1.74

Min. Bend Radius (IN) 3.00 4.00 5.00 6.00 7.00 9.00

Max. W.P. (PSI)

STD Length (FT)

Applications:

Advantages:

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 1.24

Wt. (Lbs/Ft) 0.40

Min. Bend Radius (IN) 5.50

Max. W.P. (PSI) 350

STD Length (FT) 100

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and properly inspect and maintain 

hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  Because there are a variety of factors that impact the bend 

radius of hose, the end user is advised to insure the hose is not kinked in service. *Prior to use, refer to manufacturer, RMA and other industry chemical resistance references for chemical and 

temperature compatibility.  Contact your local Goodall Rubber Company of Canada, ULC., or Lewis-Goetz and Co. division for any questions.  Goodall Rubber Company of Canada, ULC., reserves the 

right to make product improvements without prior notice.  Photos may not be an exact representation of the product.  

250

SPEC & DESCRIPTION: N2692 SOLVENT KING HOSE

Transfer of solvents/chemicals Tube: Clear crosslink polyethylene (XLPE)

up to 500' 100' lengths

Reinforcement: High tensile stainless steel wire & textile braid

CHEMICAL

SPEC & DESCRIPTION: N2683 SULPHUR DIOXIDE DISCHARGE HOSE (WET)

Sulphur dioxide wet service - Tube: EPDM

100% concentration Reinforcement:

Cover: Black EPDM

Stripe: none

High tensile stainless steel wire & textile braid

-40
o
F to 180

o
F *

Branding: Goodall N2683 Sulphur Dioxide Service

-Chemical, weather & ozone resistant cover

Only Stainless Steel wire 250 PSI Max WP

CHEMICAL

Temperature Range:

350 PSI Max WP

Temperature Range: -25
o
F to 150

o
F *

Cover: Blue EPDM

Goodall Logo  N2692 Solvent King

Stripe: none-Chemical, weather & ozone resistant cover

-Crosslink Tube

Branding:



Applications:

Advantages:

- Full vacuum

Goodall N2700 Kemflex Chemical 200 PSI

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 1.28 1.47 1.72 1.99 2.51 3.13 3.62 4.69

Wt. (Lbs/Ft) 0.43 0.58 0.68 0.80 1.09 1.51 1.97 2.64

Min. Bend Radius (IN) 4.00 5.00 5.50 6.00 8.50 11.50 13.50 19.50

Max. W.P. (PSI)

STD Length (FT)

Applications:

Advantages:

- Static wire between liner & cover

Specifications:

3/4" 1" 1 1/8" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 1.34 1.59 1.76 1.88 2.08 2.60 3.20 3.75 4.79

Wt. (Lbs/Ft) 0.43 0.51 0.59 0.63 0.73 0.95 1.38 1.78 2.49

Min. Bend Radius (IN) 3.00 4.00 4.50 5.00 6.00 7.00 9.00 10.00 20.00

Max. W.P. (PSI)

STD Length (FT)

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and properly inspect and maintain 

hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  Because there are a variety of factors that impact the bend 

radius of hose, the end user is advised to insure the hose is not kinked in service. *Prior to use, refer to manufacturer, RMA and other industry chemical resistance references for chemical and 

temperature compatibility.  Contact your local Goodall Rubber Company of Canada, ULC., or Lewis-Goetz and Co. division for any questions.  Goodall Rubber Company of Canada, ULC., reserves the 

right to make product improvements without prior notice.  Photos may not be an exact representation of the product.  

100' lengths

200

- Excellent "rebound" characteristics

- Hose construction gives excellent bending radius

- Can be open-end steam cleaned Temperature Range: -40
o
F to 180

o
F *

- Tube meets FDA requirements

- Special designed EPDM cover for extremely good abrasion 

resistance

Chemical transfer hose used in chemical

-Handles almost every common chemical

Cover:

100' lengths

200

- Handles almost every common chemical

- Can be open end steam cleaned

Stripe: none

Clear UHMWPE (ultra-high molecular weight polyethylene)

Reinforcement: Multiple high tensile textile braids with dual 

Tube:

steel helix wire

Chemical, weather & ozone resistant EPDMused in the chemical industry

SPEC & DESCRIPTION: N2700 "KEMFLEX"   COVER COLOR OPTIONS: GREEN, BLACK, RED, BLUE

plants or ship, barge & tank truck service

- Extremely flexible

Cover: Green EPDM

Reinforcement: High tensile textile braids with dual 

CHEMICAL

SPEC & DESCRIPTION:

CHEMICAL

Max WP

plants or ship, barge & tank truck service

N2718 SUPER KEM FLEX (POLY-KEMFLEX)

Chemical transfer hose used in chemical Tube: Clear UHMWPE

Branding:

none- Superior kink & crush resistance

Goodall N2718 Super Kem-Flex Chemical 

Temperature Range: -40
o
F to 180

o
F *

Transfer Hose 200 PSI Max WP

Branding:

- Abrasion resistant cover

- Tube meets FDA requirements

- Lighter weight

Stripe:

synthetic monofilament helix wire



Applications:

Advantages:

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 2.23 2.81

Wt. (Lbs/Ft) 1.15 1.54

Min. Bend Radius (IN) 6.00 7.00

Max. W.P. (PSI)

STD Length (FT)

Applications:

Advantages:

-Flexible

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 2.05 1.55

Wt. (Lbs/Ft) 1.11 1.51

Min. Bend Radius (IN) 7.00 8.00

Max. W.P. (PSI)

STD Length (FT)

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and properly inspect and maintain 

hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  Because there are a variety of factors that impact the bend 

radius of hose, the end user is advised to insure the hose is not kinked in service. *Prior to use, refer to manufacturer, RMA and other industry chemical resistance references for chemical and 

temperature compatibility.  Contact your local Goodall Rubber Company of Canada, ULC., or Lewis-Goetz and Co. division for any questions.  Goodall Rubber Company of Canada, ULC., reserves the 

right to make product improvements without prior notice.  Photos may not be an exact representation of the product.  

800

100' lengths

Branding: Goodall N2724 Longlife Spinner Hose FDA

Goodall N2725 Ultra Long Life Spinner Hose

500

Temperature Range: -30
o
F to 350

o
F *

Branding:

800 PSI Max WP

Temperature Range: -30
o
F to 300

o
F *

-High pressure

-High Pressure

Cover: Gray hypalon

Stripe: none

-Tube meets FDA requirements

500 PSI Max WP

100' lengths

Cleaning applications in tank Tube: White chlorobutyl food grade

truck industry Reinforcement: High tensile stainless steel wire braids

CHEMICAL

SPEC & DESCRIPTION: N2725 ULTRA LONGLIFE SPINNER HOSE

Cover: Green hypalon

Stripe: none

Cleaning applications in tank Tube: White chlorobutyl food grade

truck industry Reinforcement: Three high tensile textile braids

SPEC & DESCRIPTION: N2724 LONGLIFE SPINNER HOSE

-Flexible

-Kink resistant

-Tube meets FDA requirements

CHEMICAL



Applications:

tank trucks, ships, barges or storage tanks

Smooth blue chemical, weather & ozone

Advantages: resistant EPDM

hydrocarbon based solvents and other intermittent service with many chemicals;

refer to chemical resistance chart for 

specific application capabilities)

and abrasion resistant Goodall N2740 Super Venom Chemical 200

PSI Max WP

Specifications:

3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4" 5"

Nom OD (IN) 1.25 1.45 1.71 1.95 2.54 3.05 3.59 4.64

Wt. (Lbs/Ft) 0.45 0.53 0.64 0.74 1.16 1.41 1.82 2.42

Min. Bend Radius (IN) 4.00 4.00 5.00 5.00 7.00 8.00 10.00 14.00

Max. W.P. (PSI)

STD Length (FT)

Applications:

Advantages:

-Abrasion resistant cover

-Flexible

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 2.23 2.75

Wt. (Lbs/Ft) 1.14 1.53

Min. Bend Radius (IN) 6.00 7.00

Max. W.P. (PSI)

STD Length (FT)

800 PSI Max WP

800

100' lengths

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and properly inspect and maintain 

hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  Because there are a variety of factors that impact the bend 

radius of hose, the end user is advised to insure the hose is not kinked in service. *Prior to use, refer to manufacturer, RMA and other industry chemical resistance references for chemical and 

temperature compatibility.  Contact your local Goodall Rubber Company of Canada, ULC., or Lewis-Goetz and Co. division for any questions.  Goodall Rubber Company of Canada, ULC., reserves the 

right to make product improvements without prior notice.  Photos may not be an exact representation of the product.  

Branding:

Temperature Range:

CHEMICAL

SPEC & DESCRIPTION: N2767 NON FDA SPINNER

Tank Cleaning Tube:

Goodall N2767 Longlife Spinner

-40
o
F to 180

o
F *

Reinforcement: Three high tensile textile braids

-Non FDA

Cover: Green hypalon

Stripe: none

Nitrile

CHEMICAL

Temperature Range: -40
o
F to 250

o
F (May be used at 250ęF

SPEC & DESCRIPTION: N2740 SUPER VENOM

For use in suction and Tube: Modified cross-linked polyethylene

discharge applications in-plant and on bulk Reinforcement: Multiple fabric spiral plies with dual wire

helix

Cover:

-An extremely flexible chemical hose for Stripe:

100' lengths

petro-chemical products

-Rugged high-grade cover is chemical, ozone

Branding:

200

White spiral Mylar stripe

transfer of corrosive chemicals, acid, 



Applications:

Advantages:

-Flexible

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 3.61

Wt. (Lbs/Ft) 2.37

Min. Bend Radius (IN) 17.00

Max. W.P. (PSI) 400

STD Length (FT) 100'

Applications:

Advantages:

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 2.52 3.55 4.56

Wt. (Lbs/Ft) 1.25 1.92 2.75

Min. Bend Radius (IN) 11.50

Max. W.P. (PSI) 300

STD Length (FT) 100

TBD

300 PSI Max WP

300

100' lengths

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and properly inspect and maintain 

hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  Because there are a variety of factors that impact the bend 

radius of hose, the end user is advised to insure the hose is not kinked in service. *Prior to use, refer to manufacturer, RMA and other industry chemical resistance references for chemical and 

temperature compatibility.  Contact your local Goodall Rubber Company of Canada, ULC., or Lewis-Goetz and Co. division for any questions.  Goodall Rubber Company of Canada, ULC., reserves the 

right to make product improvements without prior notice.  Photos may not be an exact representation of the product.  

Temperature Range: -40
o
F to 180

o
F *

Branding: Goodall N2801 UHMWPE Chemical Discharge

Reinforcement: Two high tensile wire braids

-UHMWPE tube Cover: Black EPDM

CHEMICAL

SPEC & DESCRIPTION: N2801 CHEMICAL DISCHARGE

Chemical discharge Tube: Clear UHMWPE

Branding: Embossed:  Goodall N2786 Chemical Transfer

400 PSI Max WP

Temperature Range: -40
o
F to 180

o
F *

-EPDM tube & cover

Cover: Black EPDM

Stripe: none

Reinforcement: Two high tensile wire braids

EPDM

CHEMICAL

SPEC & DESCRIPTION: N2786 CHEMICAL DISCHARGE

Chemical discharge Tube:

-Flexible

-Chemical, weather & ozone resistant cover Stripe: none



Applications:

Advantages:

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 2.03

Wt. (Lbs/Ft) 1.29

Min. Bend Radius (IN) 12.00

Max. W.P. (PSI) 1500

STD Length (FT) 100

Applications:

Advantages:

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 1.18 1.70

Wt. (Lbs/Ft) 0.30 0.47

Min. Bend Radius (IN) 4.00 7.50

Max. W.P. (PSI) 200 200

STD Length (FT) 100 100

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and properly inspect and maintain 

hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  Because there are a variety of factors that impact the bend 

radius of hose, the end user is advised to insure the hose is not kinked in service. *Prior to use, refer to manufacturer, RMA and other industry chemical resistance references for chemical and 

temperature compatibility.  Contact your local Goodall Rubber Company of Canada, ULC., or Lewis-Goetz and Co. division for any questions.  Goodall Rubber Company of Canada, ULC., reserves the 

right to make product improvements without prior notice.  Photos may not be an exact representation of the product.  

Branding: Goodall N2821 UHMWPE Chemical Softwall

200 PSI Max WP

-UHMWPE Tube

Temperature Range: -40
o
F to 180

o
F *

Cover: Black EPDM 

Stripe: none

Tube: Clear UHMWPE

Reinforcement: Two high tensile textile braids

Branding: Goodall N2809 1500 PSI Max WP   UHMWPE Tube

Temperature Range: -40
o
F to 180

o
F *

Tube: Clear UHMWPE

Reinforcement: Two ultra high tensile wire braids

High pressure discharge

CHEMICAL

SPEC & DESCRIPTION: N2809 1500 PSI DISCHARGE

-Kink resistant

-Flexible

-Chemical, weather & ozone resistant cover

-Heavy construction 

-Chemical, weather & ozone resistant cover

Chemical Transfer

-UHMWPE tube Cover: Black EPDM

Stripe:

SPEC & DESCRIPTION: N2821 UHMWPE CHEMICAL SOFTWALL DISCHARGE (KEMFLEX NO HELIX)

CHEMICAL

none



Applications:

Advantages:

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 2.24 2.77 3.88

Wt. (Lbs/Ft) 1.21 1.45 2.22

Min. Bend Radius (IN) 8.00 10.00 14.00

Max. W.P. (PSI) 300 300 300

STD Length (FT) 100 100 100

Applications:

Advantages:

-Steel helix present in 3" & 4" sizes

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 1.54 2.60 3.63 4.67

Wt. (Lbs/Ft) 0.67 1.39 2.70 3.66

Min. Bend Radius (IN) 5.00 10.00 20.00 22.00

Max. W.P. (PSI) 300 300 300 300

STD Length (FT) 100 100 100 100

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and properly inspect and maintain 

hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  Because there are a variety of factors that impact the bend 

radius of hose, the end user is advised to insure the hose is not kinked in service. *Prior to use, refer to manufacturer, RMA and other industry chemical resistance references for chemical and 

temperature compatibility.  Contact your local Goodall Rubber Company of Canada, ULC., or Lewis-Goetz and Co. division for any questions.  Goodall Rubber Company of Canada, ULC., reserves the 

right to make product improvements without prior notice.  Photos may not be an exact representation of the product.  

monofilament helix wire

compatible with hypalon tube Reinforcement: Two high tensile textile braids & dual synthetic

300 PSI Max WP

Temperature Range: -40
o
F to 200

o
F *

Branding:

Tube: Hypalon

CHEMICAL

Goodall N2836 UHMWPE Chemical Discharge

Stripe: Longitudinal white mylar

Reinforcement: Two high tensile wire braids

-UHMWPE Tube Cover: Black EPDM

N2836 WIRE BRAID UHMWPE CHEMICAL

Chemical Discharge Tube: Clear UHMWPE

Branding: Goodall N2830 Acid Flex 2004

300 PSI Max WP

- Flexible

Chemical transfer of acids

- Handles almost every chemical used in the

-Stainless steel static wire on 2" size

-Flexible

- Abrasion resistant cover

chemical industry

SPEC & DESCRIPTION: N2830 ACID FLEX DISCHARGE

Temperature Range:

CHEMICAL

SPEC & DESCRIPTION:

Cover: Black hypalon

Stripe: Orange longitudinal-Stainless steel static wire

- Kink & crush resistant -25
o
F to 200

o
F *



Applications:

Advantages:

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 1.04 1.30 1.53 1.78 2.03 2.56 3.06 3.53

Wt. (Lbs/Ft) 0.39 0.50 0.63 0.73 0.86 1.19 1.22 1.58

Min. Bend Radius (IN) 3.00 4.00 5.00 6.00 7.00 9.00 11.00 15.00

Max. W.P. (PSI) 500 500 350 250 200 150 150 125

STD Length (FT)

Applications:

Advantages:

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 1.69 2.21 2.63 3.76 4.88

Wt. (Lbs/Ft) 0.65 0.88 1.27 2.11 2.82

Min. Bend Radius (IN) 5.00 6.50 8.50 16.00 20.00

Max. W.P. (PSI) 250 250 250 250 250

STD Length (FT) 100 100 100 100 100

none

Branding: Goodall N2450 Vintage Food-Meets FDA,3A  and USDA requirements

and USDA Requirements)

tube

-Abrasion resistant EPDM cover

FDA white chlorobutyl

SPEC & DESCRIPTION:

Cover: Grey hypalon

Food & Beverage Discharge Tube:

FOOD & BEVERAGE HOSES

Branding:

Reinforcement:

N1401 GOLDEN ROD FOOD HOSE

High tensile textile Braid

Goodall Rubber logo

-40
o
F to 180

o
FTemperature Range:

N1401 Golden Rod Food Handling

monofilament helix wire

FOOD & BEVERAGE HOSES

up to 500' 100' lengths

SPEC & DESCRIPTION: N2450 VINTAGE FOOD DISCHARGE   (wine or water based products that require a sanitary hose)

tanks and between tanks and trucks

Transfer of wine from aging

Stripe: Yellow spiral- Tube meets FDA requirements

- Flexible

- Kink resistant

250 PSI Max WP (meets FDA 3A (18-00 Class III)

Temperature Range: -40
o
F to 180

o
F

-Monofilament helix provides good bend radius

chlorobutyl CIIR

High-grade, smooth, non-contaminating

Multiple high tensile textile braids with dual synthetic

Stripe:

Tube:

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and properly 

inspect and maintain hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  Because there 

are a variety of factors that impact the bend radius of hose, the end user is advised to insure the hose is not kinked in service.  Goodall Rubber Company of Canada, ULC, 

reserves the right to make product improvements without prior notice.  Photos may not be an exact representation of the product.

Reinforcement:

-Non-contaminating, smooth chlorobutyl (CIIR) Grey abrasion, weather & ozone resistant EPDMCover:



NOTE:  N2499 also available with 

longitudinal white stripe -- tan, white, blue,

green cover

Applications:

Advantages:

requirements

-Full vacuum

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 1.38 1.64 1.89 2.14 2.62 3.12 3.72 4.76

Wt. (Lbs/Ft) 0.61 0.78 0.91 1.01 1.37 1.64 2.31 3.19

Min. Bend Radius (IN) 3.00 4.00 4.50 5.50 8.00 10.00 11.00 13.00

Max. W.P. (PSI) 150 150 150 150 150 150 150 150

STD Length (FT)

Applications:

Advantages:

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 4.04

Wt. (Lbs/Ft) 3.02

Min. Bend Radius (IN) 17.00

Max. W.P. (PSI) 200

STD Length (FT) 100

wire

100' lengths

Branding: Goodall N2499 Gourmet Food 150 PSI Max WP

Stripe:-Meets FDA, 3A(18-00 Class III) and USDA

-40
o
F to 180

o
F

White spiral

Temperature Range: -40
o
F to 275

o
F

Stripe:

Reinforcement: High tensile textile braids

Cover: Black neoprene

200 PSI Max WP

Longitudinal .. Color changes annually

Branding: Goodall N2523 Hot Tomato Paste

- Tube meets FDA requirements

SPEC & DESCRIPTION: N2523 HOT TOMATO PASTE

FOOD & BEVERAGE HOSES

Hot tomato paste Tube: White chlorobutyl

SPEC & DESCRIPTION: N2499 GOURMET FOOD HOSE

FOOD & BEVERAGE HOSES

Reinforcement:

Cover:

Tube:

chlorobutyl CIIR

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and properly 

inspect and maintain hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  Because there 

are a variety of factors that impact the bend radius of hose, the end user is advised to insure the hose is not kinked in service.  Goodall Rubber Company of Canada, ULC, 

reserves the right to make product improvements without prior notice.  Photos may not be an exact representation of the product.

-Handles non-oily as well as oily food products

-Non-contaminating Chlorobutyl (CIIR) tube

Premium quality food suction and discharge hose for transfer of liquid food products such as milk,

liquid sugar, etc., for tank truck or in-plant service

-Abrasion resistant Hypalon cover

High-grade, non-contaminating white

Multiple high tensile textile braids & dual steel helix

Grey abrasion, oil, weather & ozone resistant hypalon

Temperature Range:



Applications:

and other food products. For tank truck or in- wire helix.

plant service.

Advantages: nitrile/PVC

-Ultra smooth white Nitrile (NBR) tube

-Dual steel helix provides extremely good

bending radius

-Meets FDA, 3A (18-00 Class III) and USDA

requirements

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 1.20 1.44 1.70 1.97 2.53 3.10 3.60 4.64

Wt. (Lbs/Ft) 0.47 0.57 0.69 0.86 1.23 1.81 2.16 3.05

Min. Bend Radius (IN) 2.00 3.00 4.00 4.00 5.00 6.00 7.00 10.00

Max. W.P. (PSI)

STD Length (FT)

Applications:

construction applications.

Advantages:

-Non-toxic compound

-Crystal clear so the media conveyed is

always visible

Specifications:

1/4" 5/16" 3/8" 1/2" 5/8" 3/4" 1" 1 1/4" 1 1/2" 2"

Wall thickness 0.12" 0.12" 0.12" 0.12" 0.12" 0.14" 0.16" 0.18" 0.22" 0.22"

Wt. (Lbs/100 Ft) 7.00 9.00 10.00 12.00 17.00 22.00 28.00 44.00 58.00 75.00

WP PSI @ 68
o
F 370 350 325 225 200 175 150 125 110 100

BP PSI @ 68
o
F 1110 1050 975 675 600 525 450 375 330 300

STD Length (FT)

FOOD & BEVERAGE HOSES

SPEC & DESCRIPTION: N2708 FOOD SUCTION & DISCHARGE

Food suction and discharge Tube: High-grade, smooth white NBR/PVC

hose for transfer of animal fat, vegetable oil, Reinforcement: Multiple high tensile textile plies with dual 

Cover: Gray abrasion, weather & ozone resistant

Stripe: Blue & gray Mylar spiral stripe

-Abrasion resistant Nitrile/PVC cover

-Reinforced by multiple layers of textile plies Temperature Range: -25
o
F to 250

o
F

Branding: Goodall N2708 Suction & Discharge Food 

150 PSI Max WP

150

100' lengths

FOOD & BEVERAGE HOSES

SPEC & DESCRIPTION: V3010 CLEAR REINFORCED PVC TUBING

Multipurpose medium pressure Tube: Clear, flexible PVC 

hose for industrial, agriculture and Reinforcement: Textile braid reinforcement.

Cover:

Stripe:

Temperature Range: 5
o
F to 140

o
F

-Meets FDA requirements

Branding:

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and properly 

inspect and maintain hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  Because there 

are a variety of factors that impact the bend radius of hose, the end user is advised to insure the hose is not kinked in service.  Goodall Rubber Company of Canada, ULC, 

reserves the right to make product improvements without prior notice.  Photos may not be an exact representation of the product.

-Glass smooth tube for easy cleaning

300' lengths 200' lengths



Applications:

blend

Advantages:

cover (RMA Class B)

Specifications:

3/8" 1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 1.19

Wt. (Lbs/Ft) 0.42

Min. Bend Radius (IN)

Max. W.P. (PSI) 300

STD Length (FT)

Applications:

Advantages:

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 0.97 1.20 1.50 1.74

Wt. (Lbs/Ft) 0.38 0.47 0.72 0.85

Min. Bend Radius (IN) 3.00 5.00 7.00 8.00

Max. W.P. (PSI)

STD Length (FT) 100'

*

500

up to 500' length

-High-grade neoprene tube

-Cover is abrasion resistant SBR/NR blend

Branding: Goodall N1956 Oxygen Gas 500 PSI Max WP

blend

Reinforcement:

Cover:

purging & scarfing with hand-held equipment Multiple high tensile steel & textile braids

in the steel industry

GAS & VAPOR HOSE

SPEC & DESCRIPTION: N1956 OXYGEN HOSE

Premium hose for lancing, Tube: High-grade neoprene

-All hose lengths are cleaned, degreased &

Green abrasion, weather & ozone resistant SBR/NR

capped Temperature Range: -40
o
F to 180

o
F

GAS & VAPOR HOSE

SPEC & DESCRIPTION: N50 NITROGEN

For use in nitrogen service Tube: NBR, high oil resistance

to purge lines in refineries, petrochemical, Reinforcement: Multiple high tensile textile spiral

and general industries Cover: Blue abrasion and medium high oil resistant NBR/PVC

 -High oil resistant Nitrile Stripe: Ink Print

(NBR) tube (RMA Class A)

 -Heavy-duty construction Temperature Range: -20
o
F to 180

o
F

 -Medium high oil resistant Nitrile (NBR)/PVC Branding: Goodall N50 Nitrogen Gas 300 PSI Max WP

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and 

properly inspect and maintain hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  

Because there are a variety of factors that impact the bend radius of hose, the end user is advised to insure the hose is not kinked in service.  Goodall Rubber Company of 

Canada, ULC, reserves the right to make product improvements without prior notice.  Photos may not be an exact representation of the product.



Applications:

Advantages:

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 1.06 1.33 1.55 1.81 2.06 2.56 3.12 3.68

Wt. (Lbs/Ft) 0.39 0.54 0.66 0.81 0.92 1.19 1.57 1.88

Min. Bend Radius (IN) 2.00 2.50 3.00 6.00 8.50 12.00 16.50 18.00

Max. W.P. (PSI) 400

STD Length (FT)

Applications:

Advantages:

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 2.27

Wt. (Lbs/Ft) 1.25

Min. Bend Radius (IN) 7.00

Max. W.P. (PSI) 500

STD Length (FT) 100

- Heavy duty construction

Branding: Goodall N2695 Oxygen Service

500 PSI Max WP

Temperature Range:

Green SBR / Natural rubber blend

GAS & VAPOR HOSE

SPEC & DESCRIPTION: N2695 OXYGEN HOSE (3-BRAID)

- Flexible

none

-40
o
F to 180

o
F

Neoprene

High tensile textile braids

Cover:

Oxygen Service Tube:

Lancing, purging, scarfing Reinforcement:

-All hose lengths are cleaned, degreased &

Branding: Goodall N2527 Oxygen Service XXX PSI Max WP

Stripe:

500 300

up to 500' length 100' lengths

-High-grade neoprene tube

Used in billeting & hot rolling preparation.

Green abrasion, weather & ozone resistant SBR/NR

capped

blend

Temperature Range: -40
o
F to 180

o
F

Reinforcement:

Cover:

Premium hose for lancing, Tube: High-grade neoprene

Multiple high tensile textile braidspurging & scarfing with hand-held equipment

in the steel industry.

SPEC & DESCRIPTION: N2527 OXYGEN

GAS & VAPOR HOSE

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and 

properly inspect and maintain hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  

Because there are a variety of factors that impact the bend radius of hose, the end user is advised to insure the hose is not kinked in service.  Goodall Rubber Company of 

Canada, ULC, reserves the right to make product improvements without prior notice.  Photos may not be an exact representation of the product.



Applications:

Advantages: resistant neoprene

Specifications:

1/2" 5/8" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 1.06 1.17 1.54 2.08 2.59

Wt. (Lbs/Ft) 0.47 0.59 0.83 1.27 1.74

Min. Bend Radius (IN) 2.00 2.50 3.00 4.75 6.50

Max. W.P. (PSI)

STD Length (FT)

Applications:

Advantages:

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 1.21

Wt. (Lbs/Ft) 0.44

Min. Bend Radius (IN) 3.00

Max. W.P. (PSI) 400

STD Length (FT) up to 500'

GAS & VAPOR HOSE

SPEC & DESCRIPTION: N2716 CO2 TRANSFER

Goodall N2716 Low Temp CO2 Liquid/Vapor 

Stainless Steel Braid 450 PSI Max WP

Temperature Range: -65
o
F to 180

o
F

Branding:

-Low temp neoprene tube & cover

Stripe:

Black low temp abrasion, weather & ozone 

Mylar longitudinal - color changes annually-Meets CGA G-6.6 1993

Low temp neoprene

Multiple high tensile stainless steel braids

Cover:

Premium hose for low temp Tube:

Reinforcement:transfer of CO2 from truck to bulk storage

tank.

GAS & VAPOR HOSE

SPEC & DESCRIPTION: N2727-1 BROWN NITROGEN DISCHARGE

450

Nitrogen service Tube: Nitrile / SBR Blend

Reinforcement: High tensile textile braids

Cover: Brown neoprene

Stripe: none- Flexible

Temperature Range: -40
o
F to 180

o
F

- Abrasion resistant cover

Branding: Goodall N2727 Nitrogen Service

400 PSI Max WP

450

up to 500' length 100' lengths

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and 

properly inspect and maintain hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  

Because there are a variety of factors that impact the bend radius of hose, the end user is advised to insure the hose is not kinked in service.  Goodall Rubber Company of 

Canada, ULC, reserves the right to make product improvements without prior notice.  Photos may not be an exact representation of the product.



Applications:

Advantages:

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 2.52

Wt. (Lbs/Ft) 0.94

Min. Bend Radius (IN) 14.00

Max. W.P. (PSI) 200

STD Length (FT) 100

Applications:

Advantages:

Specifications:

3/8" 1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 0.78 1.08 1.32 1.54 1.87 2.12 2.71 3.23 3.76 4.76

Wt. (Lbs/Ft) 0.29 0.49 0.64 0.77 1.08 1.26 1.83 2.41 2.92 3.82

Min. Bend Radius (IN) 2.00 2.50 3.00 4.50 5.00 6.50 11.00 12.00 15.00 22.00

Max. W.P. (PSI) 2000 1500 1200 1000 625 500 375 375 375 250

STD Length (FT)

GAS & VAPOR HOSE

SPEC & DESCRIPTION: N2814 BUTYL TUBE NITROGEN

Nitrogen Service Tube: Chlorobutyl

Reinforcement:

Stripe:

High tensile textile braid

Cover: Blue SBR / Natural rubber blend

none- Flexible

Reinforcement: Multiple high tensile wire braids

Temperature Range: -40
o
F to 180

o
F

- Abrasion resistant cover

Stripe: none

Branding: Goodall N2814 Nitrogen Service

200 PSI Max WP

up to 500' length 100' lengths

Temperature Range: -40
o
F to 180

o
F

Branding: Goodall N8139 Scarfing Hose XXX PSI Max WP

-High-grade neoprene tube & cover

-Heavy duty construction

GAS & VAPOR HOSE

SPEC & DESCRIPTION: N8139 SCARFING HOSE

For use in steel mills & Tube: High-grade neoprene

Cover: Black chemical, weather & ozone resistant neoprene

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and 

properly inspect and maintain hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  

Because there are a variety of factors that impact the bend radius of hose, the end user is advised to insure the hose is not kinked in service.  Goodall Rubber Company of 

Canada, ULC, reserves the right to make product improvements without prior notice.  Photos may not be an exact representation of the product.

foundries for oxygen scarfing of billets, blooms

or slabs.



Applications:

Multiple high tensile textile spiral plies

service Black abrasion, weather & ozone

resistant SBR

Advantages: Cream spiral Mylar stripe

Natural Rubber Goodall N110 Blastall Sandblast 150 PSI

Max WP

-Very flexible

Specifications:

5/8" 7/8" 1 1/8" 1 3/8" 1 5/8" 2 1/8" 3" 4" 5"

Nom OD (IN) 1.12 1.50 1.88 2.16 2.38 2.88

Wt. (Lbs/Ft) 0.35 0.71 0.93 1.11 1.23 1.48

Min. Bend Radius (IN)

Max. W.P. (PSI)

STD Length (FT)

Applications:

Advantages:

- Full vacuum

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 1.76 2.82 3.99 4.93

Wt. (Lbs/Ft) 1.08 2.18 3.83 4.55

Min. Bend Radius (IN) 4.00 9.00 20.00 TBD

Max. W.P. (PSI) 200 200 200 200

STD Length (FT) 100 100 100 100

*

MATERIAL HANDLING

SPEC & DESCRIPTION: N1217 HOT TAR & ASPHALT HOSE

Hot Tar & Asphalt Tube: Neoprene

Branding: Goodall Logo N1217

Reinforcement: High tensile wire & textile braid & dual steel helix wire

-High heat resistant tube

Cover: Black neoprene

Stripe: Tan longitudinal-Abrasion resistant cover

MATERIAL HANDLING

SPEC & DESCRIPTION: N110 BLASTALL SANDBLAST

For heavy-duty sandblasting in Tube: High-grade NR/SBR blend

shipyards, steel mills or other demanding Reinforcement:

Cover:

Temperature Range: -40
o
F to 350

o
F

Stripe:

-Static conducting, very abrasion resistant Temperature Range: -25
o
F to 180

o
F

Branding:

-Extremely kink resistant

150

100' lengths

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and properly 

inspect and maintain hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  Because there are 

a variety of factors that impact the bend radius of hose, the end user is advised to insure the hose is not kinked in service.  Goodall Rubber Company of Canada, ULC, reserves the 

right to make product improvements without prior notice.  Photos may not be an exact representation of the product.



Applications:

Advantages:

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 3.32 3.83 5.03

Wt. (Lbs/Ft) 1.97 2.84 3.72

Min. Bend Radius (IN) 12.00 14.00 16.00

Max. W.P. (PSI)

STD Length (FT)

Applications:

Advantages:

Specifications:

1/2" 3/4" 1" 1 1/4" 1 1/2" 2" 2 1/2" 3" 4"

Nom OD (IN) 2.36 3.42 4.45

Wt. (Lbs/Ft) 0.58 1.03 1.42

Min. Bend Radius (IN)

Max. W.P. (PSI) 100

STD Length (FT) 100

1/4" tan natural rubber

-Abrasion resistant tube & cover

Abrasive Materials Reinforcement: High tensile textile braids & dual steel helix wire

Cover: Black SBR

none

Black abrasion, weather & ozone resistant SBR

cement or lime from bulk pneumatic trailers.

Stripe: none

-1/8" high-grade abrasion resistant & static

Branding: Goodall N2496 Flextube Dry Cement 100 PSI Max WP

- Full vacuum

MATERIAL HANDLING

SPEC & DESCRIPTION: N1450 RUFFIAN SUCTION & DISCHARGE

Suction & Discharge of Tube:

Goodall N1450 Ruffian Material Handling

Stripe:

MATERIAL HANDLING

SPEC & DESCRIPTION: N2496 FLEXTUBE DRY CEMENT HOSE

100' lengths

150 PSI Max WP

For discharge of dry powdered Tube: High-grade abrasion resistant and static conductive SBR/NR

Single high tensile textile braid

Cover:

conductive SBR/NR tube

-1/32" high-grade abrasion resistant SBR cover on 2"

Refer to manufacturer, RMA, NAHAD and other industry references for recommendations concerning proper care and maintenance of hoses.  Failure to consistently and properly 

inspect and maintain hoses could result in serious personal injury or property damage.  The minimum bend radius listed is intended to be used solely as a guide.  Because there are 

a variety of factors that impact the bend radius of hose, the end user is advised to insure the hose is not kinked in service.  Goodall Rubber Company of Canada, ULC, reserves the 

right to make product improvements without prior notice.  Photos may not be an exact representation of the product.

-1/16" high-grade abrasion resistant SBR cover on 3" & 4"

*

100

100' lengths

-40
o
F to 180

o
F

Branding:

Temperature Range: -20
o
F to 180

o
F

Temperature Range:

Reinforcement:

150




